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1. Introduction

1.1 Intended Audience

It is assumed that any readers of this document are familiar with the DICOM standard.

1.2 Overview

MM2DICOM is a DICOM 3.0 compliant viewer, implementing several DICOM services:
 It is a DICOM SCU for: Verification, Storage, Query, Worklist.

1.3  Scope

This document is the MM2DICOM conformance to the DICOM 3.0 Standard.  This statement is
intended  for  evaluating  the  integration  and  connection  of  MM2DICOM  with  other  DICOM
compliant devices.

1.4  References

DICOM 3.0 Standard, Parts 1 through 14 (PS 3.1-PS3.14); MM2DICOM Operational Manual.

1.5  Definitions

 AE: Application Entity 

 AE-Title: Name of an AE 

 DICOM: Digital Imaging and Communications in Medicine 

 IE: Information Entity 

 IHE: Integrating the Healthcare Enterprise 

 IOD: Information Object Definition 

 PDU: Protocol Data Unit 

 SCP: Service Class Provider 

 SCU: Service Class User 

 SOP: Service Object Pair 

 TCP/IP: Transmission Control Protocol / Internet Protocol 

 UID: Unique Identifier 

 VM: Value Multiplicity 

 VR: Value Representation
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2. Implementation Model

The  application  data  flow  models  for  the  MammoWorkstation  are  shown  in  the  following
Illustration: 

2.1 Application Data Flow Diagram
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2.2 Functional Definition of Application Entities

MM2DICOM can start Verification, Storage, Query, Worklist SCU against an SCP application.

2.3 Sequencing of Real-World Activities

N/A.

3. AE Specifications

MM2DICOM supports only one Application Entity or AE.

3.1 MM2DICOM AE Specification

MM2DICOM provides Standard Conformance to the following DICOM 3.0 SOP Classes as a 
SCP: 

Service SOP Class UID Transfer Syntax
ECHO-VERIFICATION SCU 1.2.840.10008.1.1 1.2.840.10008.1.2

1.2.840.10008.1.2.1
FIND SCU 1.2.840.10008.5.1.4.1.2.2.1 1.2.840.10008.1.2

1.2.840.10008.1.2.1
Worklist SCU 1.2.840.10008.5.1.4.31 1.2.840.10008.1.2

1.2.840.10008.1.2.1
Non Image Storage

BasicTextSR 1.2.840.10008.5.1.4.1.1.88.11 1.2.840.10008.1.2
1.2.840.10008.1.2.1

EncapsulatedPDFStorage 1.2.840.10008.5.1.4.1.1.104.1 1.2.840.10008.1.2
1.2.840.10008.1.2.1

Image Storage

Secondary Capture Image Storage 1.2.840.10008.5.1.4.1.1.7 1.2.840.10008.1.2
1.2.840.10008.1.2.1
1.2.840.10008.1.2.2
1.2.840.10008.1.2.4.70
1.2.840.10008.1.2.4.50
1.2.840.10008.1.2.4.51
1.2.840.10008.1.2.4.90
1.2.840.10008.1.2.4.91

Multi-frame True Color Secondary Capture Image 1.2.840.10008.5.1.4.1.1.7.4 idem
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3.1.1 Association Establishment Policies

1.1.1.1 General

The maximum PDU size which can be transmitted by MM2DICOM is fixed at 16KB. 

1.1.1.2 Number of Associations

The number of associations which can be started by MM2DICOM is only one at a time.

1.1.1.3 Asynchronous Nature

The MM2DICOM does not support asynchronous operations and will not perform asynchronous 
window negotiation.

1.1.1.4 Implementation Identifying Information
The MM2DICOM will provide an implementation class UID which is 
1.2.826.0.1.3680043.2.1396.999

3.1.2 Association Initiation Policy

1.1.1.5 Real-World Activity – Verification against a Remote System.

The user selects a server from the list of Remote Devices, and clicks “Echo” Button.

Presentation Context Table – Verification.

Abstract Syntax Transfer Syntax Role Extended 
NegotiationName UID

Verification 1.2.840.10008.1.1 1.2.840.10008.1.2 SCU None
1.2.840.10008.1.2.1

1.1.1.6 Real-World Activity – Store DICOM Objects to a Remote System.

The user selects one or more studies from the search window and clicks the “Move” button. A list
of AEs appears, from which the user selects one.

Presentation Context Table – Storage.

Abstract Syntax Transfer Syntax Role Extended 
NegotiationName UID

SC Image 
Storage 

1.2.840.10008.5.1.4.1.1.7 See Transfer Syntax 
Selection Policies 
Below

SCU None
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Multi-frame 
True Color 
Secondary 
Capture 
Image 

1.2.840.10008.5.1.4.1.1.7.4 See Transfer Syntax 
Selection Policies 
Below

SCU None

MM2DICOM supports  several  Transfer  Syntaxes,  it  will  choose  the  one  negotiated  with  the
Storage SCP:

1. JPEG2000 Lossless (1.2.840.10008.1.2.4.90).
2. JPEG Default Lossless Non-hierarchical, first-order prediction (Process 14 selection value 1)
(1.2.840.10008.1.2.4.70).
3. Little Endian Explicit (1.2.840.10008.1.2.1).
4. Implicit Little Endian (1.2.840.10008.1.2).

1.1.1.7 Real-World Activity – Query to a Remote System

User queries the PACS AET using the search criteria, and then clicks “Search” button. 

Presentation Context Table – Query/Retrieve

Abstract Syntax Transfer Syntax Role Extended 
NegotiationName UID

Study Root 
Query/Retriev
e Information 
Model - FIND

1.2.840.10008.5.1.4.1.2.2.1 1.2.840.10008.1.2 SCU None
1.2.840.10008.1.2.1

SOP Specific Conformance – Query

Study Root Query Attributes
Level Description Tag Type
Study Study Date (0008,0020) R
Study Study Time (0008,0030) R
Study Accession Number (0008,0050) R
Study Patient’s Name (0010,0010) R
Study Patient ID (0010,0020) R
Study Study ID (0020,0010) R
Study Study Instance UID (0020,000D) U
Study Modalities in Study (0008,0061) O
Study Referring Physician’s 

Name
(0008,0090) O

Study Study Description (0008,1030) O
Study Patient’s Birth Date (0010,0030) O
Study Patient’s Sex (0010,1040) O
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3.1.3 Association Acceptance Policy

N/A

4. Communication Profiles

4.1 TCP/IP Stack

MM2DICOM provides DICOM V3.0 TCP/IP Network Communication Support as defined in Part 8
of the DICOM Standard. 

4.1.1 TCP/IP API

MM2DICOM uses the TCP/IP stack from the Windows system upon which it executes. It uses a
subroutine library that is based on a Berkeley socket interface.

4.1.2 Physical Media Support

MM2DICOM exists as a software application on a Windows operating system. As such, it places
no restrictions on the physical network. MM2DICOM uses TCP/IP over Ethernet.

5. Extensions/Specializations/Privatizations

Not applicable

6. Configuration 

The following parameters can be configured in the setup
Remote PACS AET, IP Address and Port Number.
Remote Worklist AET, IP Address and Port Number.
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7. Document Change History

Document
Version

Date Changed performed by Change description

1.0 03/29/2016 Rafael Sanguinetti Creation and approval.
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